MicroC Foam® Polyurethane Foams

PT-320 very soft&thin series with adhesive

Very soft and thin
Polyurethane Foams can
protect LCD module and
OLED, improve ripple
effect.

¢ Impact Absorption
e Distribute the pressure
* Improve ripple effect

¢ With adhesive

Applications

e Cushion pad for LCD and OLED
e Speaker gasket
e Connector pad

* Narrow gap filler

MicroC Foam PT-320-0.2t-A
PT Series J

Density(320kg/m3) —

Thickness(0.2mm)

A(adhesive)

Storage

Store in a dry and cool place

No direct exposed to UV or solvent

www.shengyingtech.com

Properties Test Method PT-320
Density, kg/m3 (Ib/ft3) ASTM D3574 Test 320(20)
Tolerance, % A +10
Thickness,mm(Foam -
+Supported PET) i, Wil
Tolerance +20% +15%
£ Cfc;mp'ression Forie ASTM D3574 Test 35-80 34-24
g De edlof" Range kPa C. 25% deflection 60 14
L Typical kPa
Color Black
Recommended Constant 70°C
Use, max
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MicroC Foam® is a registered trademark of Shengying Corporation.
Shengying new material technology (Changzhou) Co., LTD
Suzhou Sales office
Rm816, Zhiyuan International Business Building,
#101, Kefa Road, Science and Technology Tower,
Hi-Tech Zone, Suzhou.
Tel: 0512-66890180
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